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the coating operation(s), and the emis-
sions reductions achieved by emission
capture systems and add-on controls,
the organic HAP emission rate for the
coating operation(s) is less than or
equal to the applicable emission limit
in §63.4490, calculated as a rolling 12-
month emission rate and determined
on a monthly basis. If you use this
compliance option, you must also dem-
onstrate that all emission capture sys-
tems and add-on control devices for the
coating operation(s) meet the oper-
ating limits required in §63.4492, except
for solvent recovery systems for which
you conduct liquid-liquid material bal-
ances according to §63.4561(j), and that
you meet the work practice standards
required in §63.4493. You must meet all
the requirements of §§63.4560 through
63.4568 to demonstrate compliance with
the emission limits, operating limits,
and work practice standards using this
option.

§63.4492 What operating limits must I
meet?

(a) For any coating operation(s) on
which you use the compliant material
option or the emission rate without
add-on controls option, you are not re-
quired to meet any operating limits.

(b) For any controlled coating oper-
ation(s) on which you use the emission
rate with add-on controls option, ex-
cept those for which you use a solvent
recovery system and conduct a liquid-
liquid material balance according to
§63.4561(j), you must meet the oper-
ating limits specified in Table 1 to this
subpart. These operating limits apply
to the emission capture and control
systems on the coating operation(s) for
which you use this option, and you
must establish the operating limits
during the performance test according
to the requirements in §63.4567. You
must meet the operating limits at all
times after you establish them.

(c) If you use an add-on control de-
vice other than those listed in Table 1
to this subpart, or wish to monitor an
alternative parameter and comply with
a different operating limit, you must
apply to the Administrator for ap-
proval of alternative monitoring under
§63.8(f).

§63.4493

§63.4493 What work practice stand-
ards must I meet?

(a) For any coating operation(s) on
which you use the compliant material
option or the emission rate without
add-on controls option, you are not re-
quired to meet any work practice
standards.

(b) If you use the emission rate with
add-on controls option, you must de-
velop and implement a work practice
plan to minimize organic HAP emis-
sions from the storage, mixing, and
conveying of coatings, thinners and/or
other additives, and cleaning materials
used in, and waste materials generated
by the controlled coating operation(s)
for which you use this option; or you
must meet an alternative standard as
provided in paragraph (c) of this sec-
tion. The plan must specify practices
and procedures to ensure that, at a
minimum, the elements specified in
paragraphs (b)(1) through (5) of this
section are implemented.

(1) All organic-HAP-containing coat-
ings, thinners and/or other additives,
cleaning materials, and waste mate-
rials must be stored in closed con-
tainers.

(2) Spills of organic-HAP-containing
coatings, thinners and/or other addi-
tives, cleaning materials, and waste
materials must be minimized.

(3) Organic-HAP-containing coatings,
thinners and/or other additives, clean-
ing materials, and waste materials
must be conveyed from one location to
another in closed containers or pipes.

(4) Mixing vessels which contain or-
ganic-HAP-containing coatings and
other materials must be closed except
when adding to, removing, or mixing
the contents.

(5) Emissions of organic HAP must be
minimized during cleaning of storage,
mixing, and conveying equipment.

(c) As provided in §63.6(g), we, the
U.S. Environmental Protection Agen-
cy, may choose to grant you permis-
sion to use an alternative to the work
practice standards in this section.
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§63.4500

GENERAL COMPLIANCE REQUIREMENTS

§63.4500 What are my general require-
ments for complying with this sub-
part?

(a) You must be in compliance with
the emission limitations in this sub-
part as specified in paragraphs (a)(l)
and (2) of this section.

(1) Any coating operation(s) for
which you use the compliant material
option or the emission rate without
add-on controls option, as specified in
§63.4491(a) and (b), must be in compli-
ance with the applicable emission limit
in §63.4490 at all times.

(2) Any coating operation(s) for
which you use the emission rate with
add-on controls option, as specified in
§63.4491(c), must be in compliance with
the emission limitations as specified in
paragraphs (a)(2)(i) through (iii) of this
section.

(i) The coating operation(s) must be
in compliance with the applicable
emission limit in §63.4490 at all times
except during periods of startup, shut-
down, and malfunction.

(ii) The coating operation(s) must be
in compliance with the operating lim-
its for emission capture systems and
add-on control devices required by
§63.4492 at all times except during peri-
ods of startup, shutdown, and malfunc-
tion, and except for solvent recovery
systems for which you conduct liquid-
liquid material balances according to
§63.4561(j).

(iii) The coating operation(s) must be
in compliance with the work practice
standards in §63.4493 at all times.

(b) You must always operate and
maintain your affected source, includ-
ing all air pollution control and moni-
toring equipment you use for purposes
of complying with this subpart, accord-
ing to the provisions in §63.6(e)(1)(i).

(c) If your affected source uses an
emission capture system and add-on
control device, you must develop a
written startup, shutdown, and mal-
function plan according to the provi-
sions in §63.6(e)(3). The plan must ad-
dress the startup, shutdown, and cor-
rective actions in the event of a mal-
function of the emission capture sys-
tem or the add-on control device. The
plan must also address any coating op-
eration equipment that may cause in-

40 CFR Ch. | (7-1-09 Edition)

creased emissions or that would affect
capture efficiency if the process equip-
ment malfunctions, such as conveyors
that move parts among enclosures.

[69 FR 20990, Apr. 19, 2004, as amended at 71

FR 20465, Apr. 20, 2006]

§63.4501 What parts of the General
Provisions apply to me?

Table 2 to this subpart shows which
parts of the General Provisions in
§§63.1 through 63.15 apply to you.

NOTIFICATIONS, REPORTS, AND RECORDS

§63.4510 What notifications
submit?

must I

(a) General. You must submit the no-
tifications in §§63.7(b) and (c), 63.8(f)(4),
and 63.9(b) through (e) and (h) that
apply to you by the dates specified in
those sections, except as provided in
paragraphs (b) and (c¢) of this section.

(b) Initial notification. You must sub-
mit the initial notification required by
§63.9(b) for a new or reconstructed af-
fected source no later than 120 days
after initial startup or 120 days after
April 19, 2004, whichever is later. For
an existing affected source, you must
submit the initial notification no later
than 1 year after April 19, 2004. If you
are using compliance with the Surface
Coating of Automobiles and Light-
Duty Trucks NESHAP (subpart IIII of
this part) as provided for under
§63.4481(d) to constitute compliance
with this subpart for any or all of your
plastic parts coating operations, then
you must include a statement to this
effect in your initial notification, and
no other notifications are required
under this subpart in regard to those
plastic parts coating operations. If you
are complying with another NESHAP
that constitutes the predominant ac-
tivity at your facility under
§63.4481(e)(2) to constitute compliance
with this subpart for your plastic parts
coating operations, then you must in-
clude a statement to this effect in your
initial notification, and no other noti-
fications are required under this sub-
part in regard to those plastic parts
coating operations.

(c) Notification of compliance status.
You must submit the notification of
compliance status required by §63.9(h)
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